16 PORT POE SWiCH

Teknik Ozellikleri Cihaz Genel Baglant 16-POE Port (MDI/MDIX) & 8 port RJ45 Eneriji tiiketimi - 16x 10/100M RJ45 port + 2x
10/100/1000M Uplink port LED gostergeleri Tim cihaz: PRW (power); Her port; baglant, POE ¢alisma durumu Ag protokolii
IEEE 802.3i 10BASET ; IEEE 802.3u 100BASETX ; IEEE 802.3x Akig kontrol |EEE 802.1af DTE Power via MDI IEEE 802.3af POE
enerji Max. POE glicli: 250W Her POE port giicii: 15.4W (1~16 port) Transfer modu Store-and-forward Enerji giris 100~240V
~ 50~60Hz Bandwith 8.8Gbps Boyutlar / agirlik 330x210x44mm Mac adres boyutu 4K Calisma dereceleri MTBF 190,000 saat
Cahsma sicakligi - 20 ° ~ 55 ° C Ag gecikmesi Max 20ms Depolama sicakligi -40 ° ~ 80 ° C Paket bellek hafizasi 2.75M Nem
10% ~ 90%, bagil iletim mesafesi <100m Calisma nem 10% ~ 90%, RH, bagil Depolama nem 10% ~95%, RH, bagil Garanti 2
yil 16-POE Portlu, 16-port switch 1
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Video/Audio Input

32 KANAL NVR KAYIT CIiHAZI

IP Video Input  32-ch 32-ch

Two-way Audio 1-ch, RCA

Input

Network

Incoming

Bandwidth 320MBPS 320Mbps

Outgoing

Bandwidth £

Remote Users 128

Protocols P2P, UPnP, NTP, DHCP, PPPoE

Video/Audio Output
HDMI1/VGA:
1920x1080p /60Hz, 1920x1080p /50Hz, 1600x1200 /60Hz, 1280x1024 /60Hz,

HDMI/VGA 11{2§1(\)/?17220 /60Hz, 1024x768 /60Hz

Qtirput 4K (3840x2160) /60Hz, 4K (3840x2160) /30Hz, 1920x1080p /60Hz,
1920x1080p /50Hz, 1600x1200 /60Hz, 1280x1024 /60Hz, 1280x720 /60Hz,
1024x768 /60Hz

Recouding 12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF

Resolution

Audio Output 1-ch, RCA

Synchronous

Playback Il

Comldor Mode 5, e 7/0/10112/16 3/4/5/7/9/10/12/16/32

Screen

Decoding

Decoding format Ultra 265, H.265, H.264

Live view/

Playback 12MP/8MP/6MP/SMP/4MP/3MP/ 1080p/960p/720p/D1/2CIF/CIF

Capability 3 x 12MP@25, 4 x 4K@30, 8 x 4MP@30, 16 x 1080p@30, 32 x 960p@25

Hard Disk

SATA 4 SATA interfaces

Capacity up to 8TB for each HDD

Smart

VCA Detection Face detection, Intrusion detection, Cross line detection, Audio detection,
Defocus detection, Scene change detection, Auto tracking

VCA Search Face search, Behavior search

Satisticl People countin

Analysis p &

External Interface

Network Interface 2 RJ45 10M/100M/1000M self-adaptive Ethernet Intekfaces

Serial Interface
USB Interface

\‘\\

1 x RS485
Front panel: 1 x USB2.0
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Rear panel: 1 x USB2.0, 1 x USB3.0

Alarm In 16-ch
Alarm Out 4-ch
General
Power Suppl LN
PPy Power Consumption: < 12W( without HDD )
‘E’V(’r.k“‘g -10°C ~ + 55°C ( +14°F ~ +131°F ), Humidity < 90% RH(non-condensing)
nvironment
Eﬁg‘emms(wm 440mm x 344mmx 44mm (17.3" x 13.5"x1.7")
Weight ( without
HDD) <3.14Kg(6.921b)
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48 PORT POE SWICH

Fiziksel Ozellikler

Interface

Size

Width for 19 "standard rack, 1U height

Interface
* 48-port 10/100BASE-TX PoE
* 4-port 100/1000 SFP

The console port
RJ-45

Performance

* Switch fabric: 56 Gbit / s

* The speed forwarding 64-byte packets: 41.77 Mpps
* Size of the MAC Address Table: 16K

* SDRAM for CPU: 128 MB

* Packet Buffer: 1.5 MB

* Flash-Memory: 32 MB

* Jumbo-frame: 9216 bytes

Software
Layer 2 Features
* MAC Address Table: 16K
* Flow control:
- 802.3x Flow Control
- HOL blocking prevention
* Jumbo-size frames: 9216 bytes
* Spanning Tree:
- 802.1D STP
-802.1w RSTP
- 802.1s MSTP
- Filtering BDPU
- Root Restriction
* The Loopback Detection
* Aggregation:
- Compatible with 802.3ad
- Max. number of groups - 8, 8 ports per group
* Port mirroring:
- Support group 1 mirroring
- Modes: One-to-One, Many-to-One, Flow-based (ACL)
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8 TB HDD TEKNIK OZELLIGI

Kapasite 8 Tb
Disk Boyutu 3.5
Doniis Hizi 7.200 Rpm
Hybrid Ozelligi (SSHD) -

On Bellek (Cache) 128 Mb
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